


Specifications

11+ 56 « 477

Operating Temperature

Port None

Button Reset, WPS

LED indicator 1*signal strength indicator

Chipset QCA9535

Flash 1IMB

Ram 8MB

Power Internal 5V 1A power

Plug CN,US,EU,UK

Ezgefe‘r’g‘j‘fjrem 100-240V 50/60Hz, 0.3A Max, CLASS II

0°C~40°C

Storage Temperature

-40~70C

Operating Hurmudity

10%~90% non-condensing

Storage Humidity

57%~907% non-condensing

Standard [EEE802.11b,IEEE 802.11g, [EEE 802.11n
802.11b: DSSS / BPSK / QPSK / CCK
Modulation 802.11g: OFDM / DSSS / BPSK / QPSK / CCK

802.11n: OFDM / DSSS / BPSK / QPSK / CCK

Transmission Speed

802.11b : 11 Mbps

3802.11g : 54 Mbps

802.11n : 300Mbps

Frequency 2412~2484 GHz
Antenna 2*3dBi external non-detachable
Coverage 150 o

Wireless Security

Standard Version Parameter

Security Mode: Mix WPA-PSK/WPA2-PSK

WPA Althmetic: TKIPGAES

RFC768 UDP

RiC/9L IP

RFC792 ICMP

RFEC783 TCP

Channel bandwidth: 20/40MHz

Working Mode

Repeater Mode (Client + AP)

Wireless Security

WPA-PSK/WPA2-PSK

DHCP server

Support

System tools

System update, Restore factory Settings, Logging password, System log, Reset
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